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1008 ENCLOSURE - NEMA 12 AND 13
A=10.0  B=8.0  G=10.75  H=6.0  C(DEPTH)=4.0
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0.31" DIA.

REV: A

ITEM DESCRIPTION SERVICE PART #
15AMP / 115VAC, 50/60Hz

( )includes

1008 ENCL. (NEMA 12&13)

C250G TB45 and *25P5

( )includesC250G TB45 and *25P5

HOPPER CONTROL
BOWL CONTROL

MODEL# 2GA BH 5-10-08

NOTES:
Bowl switch shuts off both bowl and hopper.
Optional Paddle Switch shuts off hopper.

1 2
115VAC POWER

250K

"D" FOR HALF-WAVE
"A" FOR FULL-WAVE A

DOUTPUT SELECTION

R
ED

G
R

N
BL

K

R BGJ1

TB45

MAX

MIN

M1 G

M2

BL
K

G
R

N

R
ED

*25P5

MAX POT CONTROLS THE

MIN POT CONTROLS THE
SHIPPED FULL ON - CW

MINIMUM SPEED,

MAXIMUM SPEED,

SHIPPED AT 8-12 VOLTS

OFF ON

250K

"D" FOR HALF-WAVE
"A" FOR FULL-WAVE A

DOUTPUT SELECTION

R
ED

G
R

N
BL

K

R BGJ1

TB45

MAX

MIN

M1 G

M2

BL
K

G
R

N

R
ED

*25P5

MAX POT CONTROLS THE

MIN POT CONTROLS THE
SHIPPED FULL ON - CW

MINIMUM SPEED,

MAXIMUM SPEED,

SHIPPED AT 8-12 VOLTS

15

BOWL
COIL

OFF ON
BOWL

HOPPER

5
FU-1

FU-2

VIOLET
6 7

4

5
3

HOPPER
COIL

REPLACE J1 JUMPER WITH
EXTERNAL CONTACTS FOR

ON/OFF CONTROL

SCHEMATIC


